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(57) ABSTRACT

A method for injecting a gaseous medium, in particular a
gaseous fuel, into an intake tract (1) of a gas engine or
diesel-gas engine using an electromagnetically actuable gas
valve (2). In order to increase the flow speed, the gaseous
medium is injected into the intake tract (1) via at least two
throttling points (3, 4) positioned in series.
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1
METHOD AND DEVICE FOR INJECTING A
GASEOUS MEDIUM

BACKGROUND OF THE INVENTION

The invention relates to a method and to a device for
injecting a gaseous medium, in particular a gaseous fuel,
into the intake tract of a gas engine or diesel-gas engine.

Electromagnetically actuable gas valves for injecting gas-
eous fuels into an intake tract of an engine are generally
known. Such valves may in this case be used in such a way
as to be combined to form a central injection unit for
supplying gaseous fuel to multiple cylinders of the engine
(central gas injection—"“CGI”), or a separate gas valve is
provided for each cylinder (multipoint injection—“MPI”).

A generic gas valve emerges for example from the laid-
open specification DE 199 05 721 Al. To provide a large
passage cross section while simultaneously realizing short
switching and response times, said document proposes a gas
valve which is in the form of a flat-seat valve. Said valve has
a planar valve seat and a sealing element with at least one
planar sealing surface facing toward the valve seat. Said
construction is intended to permit valve cross sections of up
to 10 mm?, it being the intention to be able to realize reliable
switching of such valve cross sections with simultaneously
short switching times.

A further gas valve, likewise in the form of a flat-seat
valve, is also known from WO 2009/152414 A2.

During the injection of a gaseous medium, in particular of
a gaseous fuel, into the intake tract of a gas engine or
diesel-gas engine, the pressure of the gaseous medium and
the opening duration of the valve determine the gas volume
that is injected into the intake tract. For volume control, it is
for example possible for the energization of an electromag-
net, by means of which the gas valve can be actuated, to be
varied in order to realize a short or long opening duration,
and in order to thus inject a small or large fuel volume.

Since modern engines are often operated under extreme
lean conditions (A>1), it is particularly important to ensure
a homogeneous fuel-air mixture in the cylinder of the
engine. The fuel-air mixture is formed in the intake tract
between the gas valve and combustion chamber. Here, the
length of the flow path from the gas valve to the combustion
chamber may be decisive of whether a homogeneous mix-
ture formation, which ensures a uniform combustion of the
gas mixture in the combustion chamber, is achieved.

Taking the abovementioned prior art as a starting point, it
is the object of the present invention to specify a method and
a device for injecting a gaseous medium into an intake tract
of an engine, which method and device promote a homo-
geneous mixture formation in the intake tract.

SUMMARY OF THE INVENTION

The method proposed for injecting a gaseous medium, in
particular a gaseous fuel, into an intake tract of a gas engine
or diesel-gas engine provides the use of an electromagneti-
cally actuable gas valve. According to the invention, the
gaseous medium is injected into the intake tract via at least
two throttling points positioned in series. This results in an
increase in flow speed, which in turn assists a homogeneous
mixture formation in the intake tract.

In the present case, the increase in the flow speed is
realized by virtue of the flow cross section being reduced in
the region of a throttling point such that the pressure of the
gaseous medium falls but the speed increases (“Venturi
effect”). The pressure energy is accordingly converted into
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speed, whereby the mixture formation of the gaseous
medium with the air present in the intake tract is improved
considerably.

The throttling points are preferably formed by means of
the electromagnetically actuable gas valve which is used in
the method according to the invention for injecting the
gaseous medium into the intake tract. This means that the
throttling points are preferably integrated into a flow path of
the gas valve. In this way, the gas valve is capable of
assisting an optimum mixture formation.

To carry out the method according to the invention, use
may for example be made of the device, which is also
proposed, for injecting a gaseous medium, which device
comprises an electromagnetically actuable gas valve.

In a preferred embodiment of the invention, the flow cross
sections of the throttling points are coordinated with one
another. Here, the flow cross section A2 of a downstream
throttling point is smaller than the flow cross section Al of
a throttling point situated upstream thereof (A1/A2>1). This
means that the throttling action in the region of the throttling
point situated upstream, and consequently the pressure loss,
are lower, such that, when the downstream throttling point
is reached, adequate pressure energy is available for con-
verting into speed.

In a refinement of the method, it is proposed that the at
least one further, downstream throttling point is used for
diverting the flow of the gaseous medium as it is injected
into the intake tract. By means of the flow diversion, it is
possible—as required—to realize a symmetrical or asym-
metrical distribution of the gaseous medium over the cross
section of the intake tract.

To achieve the object mentioned in the introduction, there
is also proposed a device for injecting a gaseous medium, in
particular a gaseous fuel, into an intake tract of a gas engine
or diesel-gas engine. The device comprises an electromag-
netically actuable gas valve which has a valve plate with at
least one throughflow opening that can be opened up or
closed off by means of the stroke of a valve disk that can
perform a stroke movement. According to the invention,
downstream of the throughflow opening, at least one throt-
tling point is integrated into the flow path of the gaseous
medium in order to increase the flow speed of the gaseous
medium. This is because, as it flows through the throttling
point, the pressure of the gaseous medium falls, and the flow
speed increases (“Venturi effect™). This in turn has the effect
that the mixture formation of the gaseous medium with the
air present in the intake tract is improved.

It is preferable for the throttling point to have positioned
upstream thereof a further throttling point which is formed,
in a manner dependent on the stroke of the valve disk,
between the valve disk and the valve plate when the gas
valve is in the open position. The gaseous medium accord-
ingly passes through at least two throttling points before
passing into the intake tract. Here, the flow cross sections of
the throttling points are coordinated with one another such
that, upstream of a throttling point that issues directly into
the intake tract, there is still adequate pressure available for
conversion of the pressure energy into speed.

A flow cross section A2 of a downstream throttling point
is therefore preferably smaller than the flow cross section A1
of a throttling point situated upstream thereof (A1/A2>1).
This means that the throttling action in the region of the
throttling point situated upstream, and consequently the
pressure loss, are lower, such that, when the downstream
throttling point is reached, adequate pressure energy is
available for converting into speed.
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Ideally, a distinction is made between two cases with
regard to the configuration and coordination of the throttling
cross sections:

In the first case, the pressure conditions are subcritical. A
throttling action is realized by means of the stroke of the
valve disk. Said throttling action should be so weak that a
situation of stroke independence exists at the set stroke, such
that the throughflow is preferably determined exclusively by
way of the further throttling point arranged downstream. In
general terms, the following applies: A2<Al.

In the second case, the pressure conditions are supercriti-
cal, that is to say the speed of sound is reached. In this case,
the throttling points should preferably be coordinated with
one another such that the supercritical pressure conditions
prevail at the further throttling point arranged downstream.
This is because the throughflow is then independent of the
back pressure. For this purpose, the further throttling point
arranged downstream is preferably configured such that the
following applies: A2<0.8xAl.

With corresponding configuration and coordination of the
throttling points, it is possible to realize optimum homog-
enization of a gas mixture.

In one preferred embodiment of the invention, the valve
disk has at least one throughtlow opening which is arranged
offset with respect to the at least one throughflow opening of
the valve plate. Accordingly, during the operation of the
device, the gaseous medium flows not only around but also
through the valve disk. It is preferable for multiple through-
flow openings to be provided in the valve disk, which
throughflow openings are furthermore preferably in each
case arranged offset with respect to multiple throughtlow
openings of the valve plate. The surfaces of the valve disk
that remain between the multiple throughflow openings may
in this case be used as sealing surfaces which, when they
come into contact with the valve plate, cause the through-
flow openings formed in the valve plate to be closed off. The
gas valve may accordingly be formed as a flat-seat valve,
wherein that face surface of the valve plate which faces
toward the valve disk forms the valve seat.

It is also proposed that the downstream throttling point is
a throughflow opening in a plate-shaped component. The
plate-shaped component preferably forms a component of
the gas valve and is furthermore preferably fixedly con-
nected to a housing part of the gas valve. The plate-shaped
component advantageously has multiple, preferably identi-
cal throughflow openings which each form throttling points
positioned in parallel. The plate-shaped component may for
example be at least partially formed as a grate.

It is preferable if the plate-shaped component and the
valve plate together delimit a chamber via which the throt-
tling points positioned in series are fluidically connected.
The chamber forms a type of pre-chamber in which mixing
of the gaseous medium with the air present therein already
takes place.

The plate-shaped component may take any desired form.
It may for example be of flat, that is to say planar form or
may have inclined surfaces. In a preferred refinement of the
invention, the plate-shaped component is at least partially of
convex or concave form. Alternatively or in addition, it is
proposed that at least two throughflow openings of the
plate-shaped component have longitudinal axes inclined
differently relative to a longitudinal axis A of the gas valve.
The longitudinal axes may for example be oriented so as to
intersect at a point. Said point may simultaneously be the
central point of a pitch circle that describes the convex or
concave curvature of the plate-shaped component.
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The flow of the gaseous medium can be diverted by virtue
of the longitudinal axes of the throughflow openings of the
plate-shaped component being inclined differently relative
to the longitudinal axis A. Said flow may for example be
directed toward a certain part of the cross section of the
intake tract in order to achieve an asymmetrical distribution
if desired.

An asymmetrical distribution may alternatively or addi-
tionally be realized by virtue of the throughflow openings
being distributed non-uniformly in the plate-shaped compo-
nent. This means that the spacings between the throughflow
openings may vary. Furthermore, the flow cross sections of
the multiple throughflow openings may be selected so as to
differ.

If an asymmetrical distribution is not desired, then it is
possible, by means of throughflow openings with identical
flow cross sections arranged in a uniformly distributed
manner, to achieve a symmetrical distribution, which pro-
motes particularly homogeneous mixture formation.

BRIEF DESCRIPTION OF THE DRAWINGS

Preferred embodiments of a device according to the
invention will be described in more detail below on the basis
of the appended figures, in which:

FIG. 1 shows a longitudinal section through a device
according to the invention according to a first preferred
embodiment,

FIG. 2 shows a longitudinal section through a device
according to the invention according to a second preferred
embodiment, and

FIG. 3 shows an enlarged portion of FIG. 1.

DETAILED DESCRIPTION

The devices illustrated in FIGS. 1 and 2 each comprise a
housing 12 into which there is inserted a gas valve 2. By way
of'the housing 12, the gas valve 2 can be mounted axially on
an intake tract 1, wherein sealing is performed by means of
a sealing ring 13 inserted into the housing 12.

The gas valve 2 accommodated in the housing 12 com-
prises—both in the exemplary embodiment of FIG. 1 and
also in the exemplary embodiment of FIG. 2—a valve plate
5 with multiple throughflow openings 6 that can be opened
up or closed off by means of a valve disk 7 that can perform
a stroke movement. Here, that face surface of the valve plate
5 which faces toward the valve disk 7 interacts, as a flat seat,
with the valve disk 7. To increase the throughflow of a
gaseous medium through the valve plate 5, the valve disk 7
has multiple throughflow openings 8 which are arranged
offset with respect to the throughflow openings 6 of the
valve plate 5. The offset arrangement ensures sealing closure
of the gas valve 2. When the valve is in the open position,
the gaseous medium flows initially through the throughflow
openings 8 of the valve disk 7. The gaseous medium is
subsequently diverted twice, wherein it flows through
between the valve disk 7 and the valve plate 5. The maxi-
mum flow cross section between the valve disk 7 and the
valve plate 5 is in this case defined by the maximum stroke
of the valve disk 7. Said maximum stroke is in the present
case selected such that a first throttling point 3 is formed
between the valve disk 7 and the valve plate 5. The throttling
point 3 yields a pressure drop and simultaneously an
increase in the flow speed of the gaseous medium before it
arrives at the throughflow openings 6 of the valve plate 5.
When it flows through the valve plate 5, the gaseous medium
passes into a chamber 11 which is delimited, further down-
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stream, by a plate-shaped component 10 of the gas valve 2.
The plate-shaped component 10 has multiple throughtlow
openings 9 which form throttling points 4, positioned in
parallel, downstream of the throttling point 3.

In the exemplary embodiment of FIG. 1, the plate-shaped
component 10 is formed so as to be curved convexly in the
flow direction. In this case, the curved profile follows a pitch
circle. The multiple throughflow openings 9 have longitu-
dinal axes which are inclined differently relative to a lon-
gitudinal axis A of the gas valve 2, wherein the longitudinal
axes of the throughflow openings 9 intersect at a point. Said
point coincides with the central point of the pitch circle that
describes the curved profile of the plate-shaped component
10. The gaseous medium flowing through the throughflow
openings 9 of the plate-shaped component 10 is in this way
injected into the intake tract 1 in the form of a widening
cone. This leads to a uniform distribution of the gaseous
medium in the intake tract 1. This is also assisted by the fact
that the throughflow openings 9 of the plate-shaped com-
ponent 10 are arranged in regular fashion, that is to say at
uniform intervals, and have identical flow cross sections.

In the exemplary embodiment of FIG. 2, the plate-shaped
component 10 is formed so as to be curved concavely in the
flow direction. The curved profile again follows a pitch
circle. The multiple throughflow openings 9 have longitu-
dinal axes which are inclined differently relative to a lon-
gitudinal axis A of the gas valve 2, wherein the longitudinal
axes of the throughflow openings 9 intersect at a point,
which in the present case coincides with the central point of
the pitch circle that describes the curved profile of the
plate-shaped component 10. The gaseous medium flowing
through the throughflow openings 9 of the plate-shaped
component 10 is in this way injected into the intake tract 1
in the form of a narrowing cone. This leads to a concentra-
tion of the gaseous medium in the center of the intake tract
1. This is likewise assisted by the fact that the throughflow
openings 9 of the plate-shaped component 10 are arranged
in regular fashion, that is to say at uniform intervals, and
have identical flow cross sections.

It is accordingly possible, by means of the plate-shaped
component 10 of the gas valve 2, for the gaseous medium to
be distributed in targeted fashion when it is injected into the
intake tract 1. Here, it is also possible to realize an asym-
metrical distribution over the cross section of the intake tract
1 if the longitudinal axes of the throughflow openings 9 of
the plate-shaped component 10 are oriented correspondingly
and/or the throughflow openings 9—by contrast to the
exemplary embodiments of FIGS. 1 and 2—are not arranged
in regular fashion.

The devices illustrated in FIGS. 1 and 2 each have a
magnet actuator 14 for actuating the gas valve 2. The magnet
actuator 14 is in each case accommodated in a housing 12
and comprises a magnet coil 15. When the magnet coil 15 is
energized, an armature 16 that is connected to the valve disk
7 is pulled in the direction of the magnet coil 15, such that
the valve disk 7 is lifted from the valve plate 5 and the gas
valve 2 opens. The gaseous medium, which passes into a
valve chamber 21 via multiple radial bores 17 formed in the
valve disk 7, flows through the valve disk 7 and through the
valve plate 5. The flow of the gaseous medium to the radial
bores 17 is realized via an annular chamber 18 surrounding
the valve disk 7.

For the closure of the gas valve 2, the energization of the
magnet coil 15 is ended, such that the spring force of a
spring 20, which is supported at one side on the housing and
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6

at the other side on the armature 16, moves the armature 16
including the valve disk 7 back into the respective initial
position.

The valve plate 5 is inserted into the housing 12 in such
away as to bear against the housing 12 under radial preload.
The radial preload is in the present case realized by means
of a sealing ring 13 which simultaneously serves for sealing
purposes. The plate-shaped component 10 is mounted in
front of the valve plate 5, that is to say is situated down-
stream of the valve plate 5. The plate-shaped component 10
is fixed in its axial position by means of a circlip 19. The
plate-shaped component 10 is thus fixedly connected to the
gas valve 2.

What is claimed is:

1. A method for injecting a gaseous medium into an intake
tract of a gas engine or diesel-gas engine using an electro-
magnetically actuable gas valve, wherein the gas valve has
a valve plate with at least one throughflow opening that can
be opened up or closed off by means of a stroke of a valve
disk that can perform a stroke movement, wherein, down-
stream of the throughflow opening, at least one throttling
point is integrated into a flow path of the gaseous medium
in order to increase flow speed of the gaseous medium,
wherein, in order to increase flow speed, the gaseous
medium is injected into the intake tract via at least two
throttling points positioned in series, wherein flow cross
sections of the throttling points are coordinated with one
another, wherein the flow cross section of a downstream
throttling point is smaller than the flow cross section of a
throttling point situated upstream thereof, and wherein the
valve disk has at least one throughflow opening which is
arranged offset with respect to the at least one throughtlow
opening of the valve plate.

2. The method according to claim 1, wherein the at least
one further, downstream throttling point is used for diverting
the flow of the gaseous medium, as it is injected into the
intake tract, by throughflow openings.

3. A device for injecting a gaseous medium into an intake
tract of a gas engine or diesel-gas engine, comprising an
electromagnetically actuable gas valve which has a valve
plate with at least one throughflow opening that can be
opened up or closed off by means of a stroke of a valve disk
that can perform a stroke movement, wherein, downstream
of the throughflow opening, at least one throttling point is
integrated into a flow path of the gaseous medium in order
to increase flow speed of the gaseous medium, wherein the
at least one throttling point has positioned upstream thereof
an upstream throttling point, which is formed, in a manner
dependent on the stroke of the valve disk, between the valve
disk and the valve plate when the gas valve is in an open
position, wherein the upstream throttling point has a flow
cross section which is larger than a flow cross section of the
at least one throttling point arranged downstream, and
wherein the valve disk has at least one throughflow opening
which is arranged offset with respect to the at least one
throughflow opening of the valve plate.

4. The device according to claim 3, wherein the at least
one throttling point is a throughflow opening in a plate-
shaped component.

5. The device according to claim 4, wherein the plate-
shaped component and the valve plate together delimit a
chamber via which the throttling points are fluidically con-
nected.

6. The device according to claim 4, wherein the plate-
shaped component is of convex or concave form.
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7. The device according to claim 6, wherein at least two
throughflow openings of the plate-shaped component have
longitudinal axes inclined differently relative to a longitu-
dinal axis of the gas valve.

8. The device according to claim 4, wherein at least two 5
throughflow openings of the plate-shaped component have
longitudinal axes inclined differently relative to a longitu-
dinal axis of the gas valve.

9. The device according to claim 3, wherein the plate-
shaped component is of convex form. 10
10. The device according to claim 3, wherein the plate-

shaped component is of concave form.
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